0.J. Powers / Al-ZER» Electric pumps 72MPa

Model number ‘NEX‘*‘ 2 H J H G ‘

NEX-2 Compact Electric Pumps

Usable oil volume (0)

for sin g le-actin g jaC ks J: Release valve E: Poppet valve for single acting
G: With pressure gauge S: With pressure switch
Application GS: With pressure gauge and switch

e This small 220V hydraulic pump is lightweight and easy to transport.
e Useful for driving hydraulic tools such as punchers, cutters, benders,
or shop presses.
e Model NEX-2J is designed for raising and lowering heavy loads.
Do not use NEX-2E for this type of application.
* The NEX series uses a commutator motor to minimize weight.
For applications requiring continuous operation, use G-type hydraulic pumps.

How to operate Hydraulic circuit diagram Electric circuit diagram -

¢ Close the release valve, Advance port Tank port |
then press the ‘A’ button to Rc3/8 '\ /Rc3/8 =~ AcEV =g

start the motor and deliver the 0 |

oil.
* When you release the ‘A’

72MPa
button, the motor will stop.
. . . . 1MPa L, 77MPa
The jack will remain pressurized i N
and maintain its position. ;
* Open the release valve to allow @ - — —
the jack to return.
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How to operate Hydraulic circuit diagram Electric circuit diagram

o Press the ‘A’ button to start the  Advance port Tank port | -
motor and pressurize the jack. Rc3/8 \ /Rc3./8 = Ac2V. —0
¢ When you release the ‘A’ 5 oTo
button, the motor will stop.
The jack will remain il v
pressurized.

¢ Press the ‘B’ button to retract
the jack.

Parts list

Approx.370

‘Advance port
Rc3.78

132

Tap 9

Operation switch

NEX—2J A: Advance

NEX—2E [A: Advance
R: Retract

Specifications

Items | Working pressure (MPa) |Oil delivery (8/min) Connection
Model Voltage (V) port

13.0 | 13.3 134 | 13.7

NEX—2J% Single ph.
NEX—2EX 72 ! 0.2 2 0.35 220v 2 2.5 13.5 13.8 13.9 14.2 Rc3/8

Notes.(D Figures of oil delivery at 50/60Hz are same. (2 Working oil: ISO-L-HV-VG15 or equivalent.
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