PROPORTIONAL
ELECTROHYORAULIC CONTROLS

Power Amplifiers

~ YoREN

OIL HYDRAULIC EQUIPMENT

Compact power amplifiers are for 10{2 proportional solenoids. The power supply is 24V
DC. It uses a new circuitry to be slow to heat..

M Ratings B Model Number Designation
Model No. AMN -D 20T
Description AMN-D-20T Seni
- Nuglggrs Type of Function | Design Number
Type of Function DC Input Type =
Max. Output Current 1A(10L2 Solenoid) AMN DC Input Type 20T
Power Input (Max.) DC+10V -Apphcab]e to Valve
Input Impedance 10K Q2 Name of Valve Model Numbers
Max. Gain 1A/5V Pilot Relief Valve EDG-01 %
. . EBG-03
Dithq \Y% 1
e ariable Relief Valves EBG-06
Temperature Drift (Max.) 0.2mA/°C EBG-10
Reducing and ERBG-06
DC 24V .
Relieving Valves -
Power Supply (DC 20~30V) ving Valv ERBG-10
. EFG-03
Max. Input Power 25W 1002 Series EFCG-06
Flow Control Valves B
Ambient Temperature 0~50°C (61D)
External Setting 1KQ IQQ Series ) EFBG-03 ELFBG-03
Resistance High Flow Series EFBG-06 ELFB(C)G-03
Flow Control and ELFBG-06
Approx. Mass 0.1kg Relicf Valves EFBG-10 ELFB(C)G-06
AMN-D-20T M Example Diagram
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% We do not adjust the MIN and SPAN of the amplifier exwork,

please adjust it while operating the amplifier. % Please connect input signal with+Vin and-Vin,

please do not connect+Vin and COM.
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