O.J. Powers / Accessory

0.J. Standard Accessory

B-type Couplers

Features

* B-type couplers are hand self-sealing types.
¢ Don’t use tools when detachment.

Model number

B {64

B-type

Nominal port diameter (mm)
Jack side (J), Hose side (H)

How to operate

e Connection ... Push male coupler for hose side into female coupler
for jack side. And tighten union nut until its end.

¢ Detachment ... After releasing union nut by hand completely,
detach male couplings and female couplings.
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Items | Max. working pressure Jack side (J) Hose side (H) P
Model (MPa) Model Connection thread Model Connection thread
B—6J R3/8 male thread B—6H Rc3/8 female thread | T, JN, LJA type
B—6 72
B—6JG NPT3/8 male thread | B—6H Rc3/8 female thread | E, EC, EL, EF type
B—6S 72 B—6SJ R3/8 male thread B—6SH Rc3/8 female thread | Use of stainless, proof rust
B—9 72 B—9J R1/2 male thread B—9H Rc3/8 female thread
B—9S 72 B—9SJ R1/2 male thread B—9SH Rc3/8 female thread | Use of stainless, proof rust
B—12 72 B-12J R1/2 male thread B—12H Rc1/2 female thread
B—16 72 B—16J R3/4 male thread B—16H Rc3/4 female thread
Note) Available for combination B6-JG & B-6H.
ltems Dimension (mm) Opposife side fortilt?ng O-ring, B-ring Weight. approx. (kg)
Model A B © D Jack side |Hose side Jack side | Hose side|
B—6 ) 83 59 48 30 15 24 |No 'IONBR 0.12 | 0.12
JG " T PTFE ) ’
B—6(S) 83 59 48 30 15 24 |No 'IONBR 0.12 | 0.12
" " PTFE ) ’
NBR
B—9.B—9(S)| 86 64 46 37 21 26 | P16 PTFE 0.34 | 0.22
NBR
B—12 95 67 45 44 27 27 | P24 0.46 | 0.34
PTFE
B—16 88 |71.2| 36 45 26 38 | P22 NPTF(ESQO ) 0.55 | 0.52
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