0.J. Powere / Accessory

Model number ‘ G ‘*‘ 6 H J ‘

0O.J. Standard Accessory |

Nominal port diameter (mm)

C-type Coupling (Quick coupler with lock) Jack side (J), Hose side (H)

Max. working pressure is 72MPa.
As detachment is one-touch way, available for a various application easily.

Features

e Detachment is one-touch way.
e When detaching, no oil leakage.
¢ In order to equipped with lock system, prevent from detachment in use.
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Specifications )
Items | Max. working pressure Jack side (J? Hose side (H). Jack applicable Pump applicable
Model (MPa) Model Connection thread Model Connection thread
c—-6J R3/8
Cc—-6 72 C—6JG NPT3/8 C—6H Rc3/8 Al items for
c—-9dJ R1/2 All items for hand pumps
c—-9 72 C—9H Rc3/8 0.J. Power Jack
C—9JG NPT3/8 e All items for
c—12J R1/2 electric pumps
c-12 72 C—12JG NPT3/8 C—12H Rc1/2
Note) C-6 is combined with one set between C-6J for jack and C-6H for hose. (As well C-9, C-12)
How to operate ),
e How to operate e How to detach
(1) Pulling sleeve of coupler for hose and push it into coupler of (1) Release lock.
jack side. (2) Detach couplers with pulling sleeves.
(2) After pushing sleeve returns when let go hand to connect both Note) e Do not apply pressure to each coupler alone.
couplings. * When detaching couplers, be sure to operate after
erate lock of coupler ock system. removin raulic pressure.
(3) Operate lock of pler by lock syst ing hydraulic p
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