PROPORTIONAL |
ELECTROAYORAULIC CONTROLS

Proportional Relief Valves Max. Pressure 25 MPa

This valve is combined with a proportional electro-hydraulic pilot relief valve and
a specially developed low-noise relief valve. Owing to special vent restrictor, this
valve can make pressure control more precise and stable.

M Ratings
Model No. L. L. L.
o EBG-03- 3% — % —60T | EBG-06— % — % —60T | EBG-10— % — % 51
Description
Max. flow L/min 100 200 400 *3
Min. Flow L/min 3 3 3
Kr(%susﬁggent Range MPa (kgf/em?) Refer to Model Number Designation
. C:770 C:750 C:730
M Graphic Symbol Rated Current mA
H:820 H:800 H:780
I— o Coil Resistance (20°C) Q 10
L Hysteresis Less than 2% % 1
Repeatability Less than 1% %2
Without Safety Valve Frequency Response (at 90°C) 12Hz ‘ 13 Hz ‘ 11Hz
Applicable power Amp AMN-D-20T
" Mass kg 5.6 \ 6.3 \ 10
L
% 1.This figures in the table above are those obtained when used in conjunction with YUKEN's power amplifier.
% 2.The repeatability of the valve is obtained by having it tested independently on the conditions similar to its
original testing.
With Safety Valve % 3.Product is made by Yuken Kogyo. If you have any inquiry, please contact our sales engineers.
% 4.There is one model for low adj. pressure, 0.2 MPa (2~40 kgf/cm?2), EBG- 3 -A-%-6007T, the max. flow
is limited .
M Input Current vs Pressure (Ex) B Model Number Designation
’ EBG-03 EBG-03-C-T-
/ Series Number : —I__ Design Number
// (Sub-plate mounting)
20 EBG03H / . Safety Valve
il Valve Size None:With Safety valve
g 5 / Pressure Adjustment Range T:Without Safety Valve
2 VA C: 0.6~16 MPa ( 6~160 kgf/em®) } EBG-03
£ 7 H: 0.6~25 MPa ( 6~250 kgf/cm”)
10 C: 0.9~16 MPa ( 9~160 kgf/cm”)
MPa g
(kgfiom?) // 4 . 0.9-25 MPa ( 9-250 keflom?) J EBG-06
EBG-03-C
5 7 C: 1.1~16 MPa (11~160 kgf/cm’) } EBG-10
/ H: 1.1~25 MPa (11~250 kgflem?) -
D
0 200 400 600 800 1000
Input Current mA
M Sub-plate B Mounting Bolts (Attachment)
Valve Model No| Sub-plate Model No. | Piping Size Rc | Mass kg Model No. | So¢- H&. IC)ap) Screw Tighte§ing Troque
cs °m
EBG.03 BGM-03-20 38 24 EBG-03 | MI2x40Lg 104 ~ 127
BGM-03X-20 12 3.1 EBG-06 M16x 50 Lg 253~310
BGM-06-20 3/4 4.7
EBG-06 EBG-10 M20 x 60 Lg 493 ~ 603
BGM-06X-20 1 5.7
BGM-10-20 1-1/4 8.4
EBG-10
BGM-10X-20 1-1/2 10.3
*Sub-plates are available. When ordering, please specify sub-plate model no. from the table above.
*Please refer to page 56 for dimensions.
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PROPORTIONAL

Proportional Relief Valves

ELECTROHYORAULIC CONTROLS

~ YoREN

OIL HYDRAULIC EQUIPMENT

Max. Pressure 25 MPa

Without .
Safety Valve *

EBG- 93 _%-T-60T

N Dia. Through

Mounting Surface:

06 A O i oroneh EBG-03:ISO 6264-AR-06-2-A
B c— / 4 Places EBG-06:1SO 6264-AS-08-2-A
+39.3+—D—
S, -
C\ Manual Pressure Adj. 4[ {E 3¢ éﬁ 2 N J’ ‘
Screw 3 Hex. Soc. \ T AR g 5 T L4
INC. % Lo With Safety Valve :| EBG- 82 - XK
The direction can be altered SES
To every 90°
Connector Vent Port Tank Port "T"
s Port connection is not o Fully
used for EBG Models. Pressure Port "P Extended 217
Cable Departure
Cable Applicabl
24785‘ Outsid: DeiaA g?ll(;:?nnel A Lock Nut l(;Hex,
. P; Adj.
Air Vent T Slc;i:itl“feor Sifety
— 3 Hex. Soc. Valve 3 Hex. Soc.
s}
. Q
INC.
hi]
o
b 2 Adapto!
=} 22 Hex
_ — For other dimensions,
¢ | n please see the figures shown left.
Mounting Surface \ \j‘
(O-Rings Furnished) Locating Pin
6 Dia.
Model No. A B C D E E G H J K IL N Q
EBG-03 1985 | 118.6 53.8 40.2 76 53.8 26.9 11.1 21.5 106 26.1 13.5 21
EBG-06 206.5 | 120.5 66.7 42.1 98 70 35 14 26 122 31 17.5 26

Note: For dimensions of mounting surface, please refer to BGM-03,06 type sub-plate (page 56).

Without

Safety Valve (| EBG-10-3%-T-51

21.5 Dia. Through

Cable Departure
Cable Applicable
Outside Dia. 8-10 mm

217 32 Dia. Spotface
4 Places
102—————-88.9——
236 N
39.34— =
Air Vent 3 Hex. Soc. bl
Br—u
Manual Pressure o 7 — N\i | ’
Adj. Screw 2 & Q’|:§ 3 e o
3 Hex. Soc. St 3 & g
@ el =00 ¥ e
INC. The direction == -
can be altered :
To every 90°
Vent Port X Tank Port "T"
Connector “ Port connection is not
used for EBG Models. Pressure Port "P"

—"n
N B
©) |
?i Adaptor
¢ Q 22 Hex.
3
s}
4 :
SIRANE
N
Mounting Surface i .
(O-Rings Furnished) z‘]’;?lmg Pin
ia.

Note: For dimensions of mounting surface, please refer to BGM-10 type sub-plate (page 56).

—45—

155

| Mounting Surface: ISO 6264-AT-10-2-A

With Safety Valve

[EBG-10-%]

Fully
Extended 217

Lock Nut
10 Hex.

Pressure Adj. Screw
for Safety Valve
3 Hex. Soc.

Che

For other dimensions,
please see the figures shown left.
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