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General Information

Safety in Systems

All types and brands of control valves, including proportional valves, can fail. Therefore, the necessary
protection against the serious consequences of a functional failure should always be built into the
system.

General safety considerations

For each application an assessment should be made for the consequences of the system in case of
pressure failure and uncontrolled or blocked movements.

A Warning

Because the proportional valve is used in many different applications and under different operating
conditions, it is the sole responsibility of the manufacturer to ensure that all performance, safety and
warning requirements of the application is met in his selection of products and complies with relevant
machine specific and generic standards.

Control system example
An example of a control system using an aerial lift is shown below:

Aerial lift

This example breaks down the control system into smaller bits explaining the architecture in depth. Even
though many Danfoss components are used in the PVG control system.

The function of the control system is to use the output from the PVE together other external sensors to
ensure the PLUS+1 main controllers correct function of the aerial lift.
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General Information

Electrical block diagram
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A Warning

It is the responsibility of the equipment manufacturer that the control system incorporated in the
machine is declared as being in conformity with the relevant machine directives.

o Caution

A mix of electrical actuation and hydraulic actuation on the same valve stack is not safe. PVE and PVH are
designed for different pilot pressure.

Cost-free repairs, as mentioned in Danfoss General Conditions of Sale, are carried out only at Danfoss or
at service shops authorized by Danfoss.
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General Information

PVG general description

PVG is a hydraulic, load-sensing proportional valve, designed for optimal machine performance and
maximum design flexibility.

The PVG valve design is based on a modular concept that enables machine designers to specify a valve
solution suitable for multiple market segments across multiple applications.

The load independent proportional control valve and high performance actuator technology combined
with a low pressure drop design improves the machine performance and efficiency — increasing
productivity and reducing energy consumption.

Features of the PVG 128/256 valve

* Inlet flow up to 1200 I/min [317 US gal/min]

* Compact sectional platform solution for easy integration with PVG 16 and PVG 32

* Load-independent flow control:
— Qil flow to an individual function is independent of the load pressure of this function
— Oil flow to one function is independent of the load pressure of other functions

* Reliable regulation characteristics across the entire flow range

* Load sense relief valves for A and B port enables reduced energy loss at target pressure

*  Optimized for lower pressure drop and higher efficiency

* Several options for connection threads and flange mount

* Compact design, easy installation and serviceability

* Static Load sense system when selecting pump control

* Internal TO connection in all PVSI/PVGI

B-port A-port

P109238

8| © Danfoss | May 2020 BC220686485279en-000508






Technical Information

PVG 128/256 Technical Information

PVPV Inlet Modules

Closed Center PPRV for PVE Activation and/or Mechanical

The PVPV 256 inlet modules, also referred to as pump side modules, act as an interface between the PVG
128/256 proportional valve group and the hydraulic pump and tank reservoir.

Schematic
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S P109162
Technical data
Max. rated pressure P-port continuous 350 bar [5076 psil
P-port intermittent 400 bar [5800 psil
T-port static/dynamic 25/40 bar [363/580 psi]
Rated Port P (PVPV/PVSI) P-port 600/600 I/min [159/159 US gal/min]
Oil temperature Recommended 30 to 60°C [86 to 140°F]
Minimum -30°C [-22°F]
Maximum 90° [194°F]
Ambient temperature Recommended -30 to 60°C [-22 to 140°F]
Oil viscosity Operating range 12 to 75 mm?/s [65 to 347 SUS]
Minimum 4mm?/s [39 SUS]
Maximum 460 mm?/s [2128 SUS]
Oil contamination Maximum 23/19/16
according to ISO 4406
Part numbers for Closed Center PVPV with PPRV for PVE
Part PPRV P-port T-port LS-port M-port T-and Pp Mounting
number Gauge-port | Gauge-port | Gauge-port | feet
11173130 PVE Metric Metric G3/8"BSP G3/8"BSP G1/4"BSP M12
Flange Flange
1-1/4" 1-1/2"
11176703 PVE Thread Ports | Thread Ports | G3/8"BSP G3/8"BSP G1/4"BSP M12
G1-1/2"BSP | G1-1/2"BSP
11176691 PVE SAEFlange |[SAEFlange |9/16-18 UNF | 3/4-16 UNF |7/16-20 UNF | M12
1-1/4" UNF | 1-1/2" UNF
11176702 PVE Thread Ports | Thread Ports | 9/16-18 UNF | 3/4-16 UNF | 7/16-20 UNF | M12
1-7/8" UNF | 1-7/8" UNF
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PVPV Inlet Modules

Pilot Pressure Reduction Valve Performance
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P109211
Accessory module for PVPV 256
Ordering information 12V 24V
PVPP Pilot shut off valve 11160318 11160319
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PVPV Inlet Modules

PPRV for PVH/PVHC Activation and/or Mechanical

The Closed Center PVPV inlet with integrated pilot pressure reduction valve (PPRV) for PVH/PVHC
activation is intended for use with variable displacement pumps in applications where a valve group with
PVH/PVHC controlled work sections is desired.

All Variants are prepared for 2xPVLP shock/anti-cavitation valves for pressure peak protection and anti-

cavitation prevention.

Optional electrically actuated pilot shut off valve PVPP provides additional functional system safety by
removing pilot oil from the electrical actuation or hydraulic actuation system, disabling main spool

actuation.
Schematic
T
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P109163
Technical data
Max. rated pressure P-port continuous 350 bar [5076 psil
P-port intermittent 400 bar [5800 psil
T-port static/dynamic 25/40 bar [363/580 psi]
Rated Port P (PVPV/PVSI) P-port 600/600 I/min [159/159 US gal/min]
Oil temperature Recommended 30 to 60°C [86 to 140°F]
Minimum -30°C [-22°F]
Maximum 90° [194°F]
Ambient temperature Recommended -30 to 60°C [-22 to 140°F]
Oil viscosity Operating range 12to 75 mm?/s [65 to 347 SUS]
Minimum 4 mm?/s [39 SUS]
Maximum 460 mm?/s [2128 SUS]
Oil contamination Maximum 23/19/16
according to ISO 4406
Part numbers for Closed Center PVPV with PPRV for PVH/PVHC
Part PPRV P-port T-port LS-port M-port T-and Pp Mounting
number Gauge-port | Gauge-port | Gauge-port feet
11178095 PVH/PVHC Metric Metric G3/8"BSP G3/8"BSP G1/4"BSP M12
Flange Flange
1-1/4" 1-1/2"
11178098 PVH/PVHC | Thread Ports | Thread Ports | G3/8"BSP G3/8"BSP G1/4"BSP M12
G1-1/2"BSP | G1-1/2" BSP
11178117 PVH/PVHC SAEFlange | SAEFlange |9/16-18 UNF | 3/4-16 UNF | 7/16-20 UNF | M12
1-1/4" UNF | 1-1/2" UNF
11178119 PVH/PVHC Thread Ports | Thread Ports | 9/16-18 UNF | 3/4-16 UNF | 7/16-20 UNF | M12
1-7/8" UNF 1-7/8" UNF

12 | © Danfoss | May 2020

BC220686485279en-000508



Technical Information
PVG 128/256 Technical Information

PVPV Inlet Modules

Pilot Pressure Reduction Valve Performance
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Accessory module for PVPV 256
Ordering information 12V 24V
PVPP Pilot shut off valve 11160318 11160319
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PVB 128 Variant Overview

PVB 128 3-way Compensator

The compensated PVB is intended for controlling a work function where the function behavior in terms
of flow and pressures requires independency on the load pressure of other functions used

simultaneously.

The compensator is a 3-way type which include load drop check valve functionality, compensator
function and neutral relief which avoid A and B port pressure build up in neutral.

Schematic

&

P109173

Technical data
Max. rated pressure A/B port continuous 350 bar [5076 psi]
A/B port intermittent 400 [5800 psi]
Max. rated flow” A/B port 250 /min [66 US gal/min]
Oil temperature Recommended 30 to 60°C [86 to 140°F]
Minimum -30°C [-22°F]
Maximum 90° [194°F]
Ambient temperature Recommended -30 to 60°C [-22 to 140°F]
Oil viscosity Operating range 12to 75 mm?/s [65 to 347 SUS]
Minimum 4mm2/s [39 SUS]
Maximum 460 mm?/s [2128 SUS]
Oil contamination Maximum 23/19/16
according to ISO 4406
Max. internal leakage at 100 | A/B—T without shock valve 70 cm3/min [4.27 in3/min]
Eagz[gtss(; psil and 21 mm?/s A/B—T with shock valve 80 cm3/min [4.88 in3/min
* Rated flow at 15 bar margin pressure
Part numbers for Compensated PVB 128
Part number A/B-port PVLP/PVLA LS A/B-port
11170522 Metric Flange 3/4" - -
11170528 G1"BSP - -
11170524 SAE Flange 3/4” UNF - -
11170526 Thread Ports 1 5/16 UNF - -
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PVB 128 Variant Overview

QOil flow as function of spool travel

A
P ) A [/min] | [US gal/min] P wmmp B
2504
E 65 E
2254~ 60
2004 *°
D 1 D
50
\\ N 1754 45 7 //
N\ 1504 40 A4
\ /
c b 125t 3 4 C
\ 30
100
B - 25 B
\‘ \ 754 20 ‘/
= =
A N 15 7 "
E N 50 A L
\ 10 /
) EacullNNED el .
PVM [mm] < T T T T T T T T »
10 9 8 7 6 5 4 3 2 1 0 0 1 2 3 4 5 6 7 8 9 10
PVM [in] : 1 1 ) 1 1 1 1 1 1 1 1 I 1 1 1 ) 1 1 1 1 1 1 ;
039 0350.31 0.28 024 0.20 0.16 0.12 0.08 0.04 0 0 004 008 0.12 0.16 0.20 024 0.28 0.31 035 039
U, »
PVEH — < T T T T T 1 r T T T T T »
oc 0.25 03 0.35 0.4 0.45 0.5 0.5 0.55 0.6 0.65 0.7 0.75
PVEH-U [V 4 T T T T 1 r T T T T —>
25 5.0 50 75
Load Independent Qil Flow, Pressure Compensated
[I/min] Q [USgal/min]
A
2504 ¢s5
225 60
200 >
- 50
1754 45
150 40
125
- 30
100 g
75-+ 20
sol 15
L 10
54
» P

»
0 25 50 75 100 125 150 175 200 225 250 275 300 325 350 [bar]
»

[
0

T T T T T T T T T —» P
500 1000 1500 2000 2500 3000 3500 4000 4500 5000 [psi]

P109213

PVM

PVM

PVEH

PVEH-U

[mm]

[in]

16 | © Danfoss | May 2020

BC220686485279en-000508



Technical Information

PVG 128/256 Technical Information

PVB 128 Variant Overview

PVB 128 Upstream Performance
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PVB 128 Variant Overview

PVB 128 3-way Compensator with LS A/B

The compensated PVB is intended for controlling a work function where the function behavior in terms

of flow and pressures requires independency on the load pressure of other functions used

simultaneously.

The integrated LSA/B relief valves are used to limit the maximum work port pressure on the A and B-ports

individually.

The compensator is a 3-way type which include load drop check valve functionality, compensator
function and neutral relief which avoid A and B port pressure build up in neutral.

Schematic

LS/B

LS/A ]

P109186

Technical data
Max. rated pressure A/B port continuous 350 bar [5076 psil
A/B port intermittent 400 [5800 psi]
Max. rated flow" A/B port 250 I/min [66 US gal/min]
Oil temperature Recommended 30to 60°C [86 to 140°F]
Minimum -30°C [-22°F]
Maximum 90° [194°F]
Ambient temperature Recommended -30 to 60°C [-22 to 140°F]
Oil viscosity Operating range 12to 75 mm?/s [65 to 347 SUS]
Minimum 4 mm?/s [39 SUS]
Maximum 460 mm?/s [2128 SUS]
Oil contamination Maximum 23/19/16
according to ISO 4406
Max. internal leakage at 100 | A/B—T without shock valve 70 cm3/min [4.27 in3/min]
bar [1450 psil and 21 mm?/s g™ o Vaive 80 cm/min [4.88 in¥/min
[102 SUS]
* Rated flow at 15 bar margin pressure
Part numbers for Compensated PVB with LS A/B
Part number A/B-port PVLP/PVLA LS A/B-port
11176915 Metric Flange 3/4" - G1/4"BSP
11176918 G 1"BSP - G1/4"BSP
11176916 SAE Flange 3/4" UNF - 7/16-20 UNF
11176917 Thread Ports 1 5/16 UNF - 7/16-20 UNF
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PVB 128 Variant Overview

QOil flow as function of spool travel
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PVB 128 Variant Overview

LS A/B Pressure Relief Valve
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PVB 128 Upstream Performance
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PVB 128 Downstream Performance
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PVB 128 Variant Overview

PVB 128 3-way Compensator with LS A/B and PVLP

The compensated PVB is intended for controlling a work function where the function behavior in terms
of flow and pressures requires independency on the load pressure of other functions used

simultaneously.

The integrated LS A/B relief valves are used to limit the maximum work port pressure on the A and B-

ports individually.

Featuring 2xPVLP shock/anti-cavitation valves on each work port for pressure peak protection and anti-

cavitation prevention

The compensator is a 3-way type which include load drop check valve functionality, compensator
function and neutral relief which avoid A and B port pressure build up in neutral.

Schematic

LS/B

©>

LS/A ]

P109172

Technical data
Max. rated pressure A/B port continuous 350 bar [5076 psil
A/B port intermittent 400 [5800 psi]
Max. rated flow" A/B port 250 I/min [66 US gal/min]
Oil temperature Recommended 30to 60°C [86 to 140°F]
Minimum -30°C [-22°F]
Maximum 90° [194°F]
Ambient temperature Recommended -30 to 60°C [-22 to 140°F]
Oil viscosity Operating range 12 to 75 mm?/s [65 to 347 SUS]
Minimum 4 mm?/s [39 SUS]
Maximum 460 mm?/s [2128 SUS]
Oil contamination Maximum 23/19/16
according to ISO 4406
Max. internal leakage at 100 | A/B—T without shock valve 70 cm3/min [4.27 in3/min]
bar [1450 psil and 21 mm?/s e "o valve 80 cm3/min [4.88 in%/min
[102 SUS]
* Rated flow at 15 bar margin pressure
Part numbers for Compensated PVB 128 with LSA/B and PVLP
Part number A/B-port PVLP/PVLA LS A/B-port
11165621 Metric Flange 3/4" 2 PVLP/PVLA G1/4"BSP
11170527 G 1"BSP 2 PVLP/PVLA G1/4"BSP
11170523 SAE Flange 3/4” UNF 2 PVLP/PVLA 7/16-20 UNF
11170525 Thread Ports 1 5/16 UNF 2 PVLP/PVLA 7/16-20 UNF
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QOil flow as function of spool travel

A
P ) A [I/min] | [US gal/min] P wmmp B
2504
E 65 E
2254 60
2004 *°
D ] D
- 50
\ 1754 /
AR “ >4
N 1504 40 A //
c 4 15 3 4 C
\ - 30
100
B - 25
\‘ \ 754 20 ‘/
= =
A \\ [ 1/ A
= 50 |
\ L 1o /
|| T |
— A
PVM [mm] < T T : T T ! ! T >
0 9 8 7 6 5 4 3 2 1 0 0 1 2 3 4 5 6 7 8 9 10
PVM [in] : 1 1 ) 1 1 1 1 1 1 1 1 I 1 1 1 ) 1 1 1 1 1 1 ;
0.39 0.350.31 0.28 0.24 0.20 0.16 0.12 0.08 0.04 0 0 0.04 0.08 0.12 0.16 0.20 0.24 0.28 0.31 0.35 0.39
U,
PVEH — < T T T T T 1 r T T T T T >
oc 0.25 0.3 035 0.4 0.45 0.5 0.5 0.55 0.6 0.65 0.7 0.75
PVEH-U V] 4 T T T T 1 r T T T T —>
25 5.0 5.0 75
2xPVLP Shock Valve
[psil P [bar] P
A A
5000 -| 350
325 vt
4500
300
40004 275
3500 20
L J0 R R N SRS SSS —
3000 |
200
2500 175 -
150
2000 -| i
125
1500 4 100
10004 7
50
500
25
o - o >

» Q
0 25 50 75 100 125 150 175 200 225 250 [I/minj

0 5 101520 25 3035 40 45 50 55 60 65

» Q
[USgal/min]

P109216

PVM [mm]
PVM [in]
U,
PVEH v
PVEH-U vi

© Danfoss | May 2020

BC220686485279en-000508 | 23



Technical Information

PVG 128/256 Technical Information

PVB 128 Variant Overview

2xPVLA Suction Valve
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LS A/B Pressure Relief Valve
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PVB 128 Upstream Performance
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PVB 128 Variant Overview

PVB 128 Downstream Performance
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PVB 256 Variant Overview

PVB 256 3-way Compensator

The compensated PVB is intended for controlling a work function where the function behavior in terms
of flow and pressures requires independency on the load pressure of other functions used

simultaneously.

The integrated LS A/B relief valves are used to limit the maximum work port pressure on the A and B-

ports individually.

The compensator is a 3-way type which include load drop check valve functionality, compensator
function and neutral relief which avoid A and B port pressure build up in neutral.

Schematic
102 J LA
8 \ .
]
P109168
Technical data
Max. rated pressure A/B port continuous 350 bar [5076 psil
A/B port intermittent 400 bar [5800 psil
Max. rated flow A/B port 450 |/min [119 US gal/min]
Oil temperature Recommended 30 to 60°C [86 to 140°F]
Minimum -30°C [-22°F]
Maximum 90° [194°F]
Ambient temperature Recommended -30 to 60°C [-22 to 140°F]
Oil viscosity Operating range 12 to 75 mm?/s [65 to 347 SUS]
Minimum 4mm?/s [39 SUS]
Maximum 460 mm?/s [2128 SUS]
Oil contamination Maximum 23/19/16
according to I1SO 4406
Max. internal leakage at 100 | A/B—T without shock valve 70 cm3/min [4.27 in3/min]
bar [1450 psil and 21 mm?/s A/B—T with shock valve 85 cm3/min [5.19 in3/min]
[102 SUS]
Part numbers for Compensated PVB 256
Part number A/B port PVLP/PVLA LS A/B port
11169244 Metric Flange 1” - -
11169252 G1BSP - -
11169248 SAE Flange 1" UNF - -
11177020 Thread Ports 1-5/16-12 UNF | - -
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Technical Information
PVG 128/256 Technical Information

PVB 256 Variant Overview

Qil Flow as Function of Spool Travel
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PVG 128/256 Technical Information

PVB 256 Variant Overview

Load Independent Oil Flow, Pressure Compensated
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PVB 256 Upstream Performance

Port P to Port A/B at full spool stroke
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Technical Information
PVG 128/256 Technical Information

PVB 256 Variant Overview
PVB 256 Downstream Performance

Port A/B to Tank at full spool stroke

o]
[psil [bar]
A A
04 B
300
20
250
15
200 —
154 10 G/H =Spool 400 I/min
"
100 —
5
50 | e
I
o - 0
>
0 25 50 75 100 125 150 175 200 225 250 275 300 325 350 375 400 425 450 475 500 [I/min]

T T T T T T T T T T T T T T T T T T T T T T T T T T T » Q
0 5 101520 25 3035 40 45 50 55 60 65 70 75 80 85 90 95 100105 110115120 125130 [US gal/min]

P109244

© Danfoss | May 2020 BC220686485279en-000508 | 31



Technical Information

PVG 128/256 Technical Information

PVB 256 Variant Overview

PVB 256 3-way Compensator with LS A/B

The compensated PVB is intended for controlling a work function where the function behavior in terms
of flow and pressures requires independency on the load pressure of other functions used

simultaneously.

The integrated LS A/B relief valves are used to limit the maximum work port pressure on the A and B-

ports individually.

The compensator is a 3-way type which include load drop check valve functionality, compensator
function and neutral relief which avoid A and B port pressure build up in neutral.

Schematic
Ua
Ls/B
LS/A 4] —/ B
P109167
Technical data
Max. rated pressure A/B port continuous 350 bar [5076 psil
A/B port intermittent 400 [5800 psil
Max. rated flow A/B port 450 I/min [119 US gal/min]
Oil temperature Recommended 30 to 60°C [86 to 140°F]
Minimum -30°C [-22°F]
Maximum 90° [194°F]
Ambient temperature Recommended -30 to 60°C [-22 to 140°F]
Oil viscosity Operating range 12to 75 mm?/s [65 to 347 SUS]
Minimum 4mm2/s [39 SUS]
Maximum 460 mm?/s [2128 SUS]
Oil contamination Maximum 23/19/16
according to ISO 4406
Max. internal leakage at 100 | A/B—T without shock valve 70 cm3/min [4.27 in3/min]
Ea(;z[;‘l‘fs(; psil and 21 mm?/s A/B—T with shock valve 85 cm3/min [5.19 in3/min]
Part numbers for Compensated PVB 256 with LSA/B
Part number A/B-port PVLP/PVLA LS A/B-port
11177015 Metric Flange 1” - G1/4"BSP
11177017 G1BSP - G1/4"BSP
11177016 SAE Flange 1" UNF - 7/16-20 UNF
11177019 Thread Ports 1-5/16-12 UNF | - 7/16-20 UNF
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Technical Information
PVG 128/256 Technical Information

PVB 256 Variant Overview

Qil Flow as Function of Spool Travel
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Technical Information

PVG 128/256 Technical Information

PVB 256 Variant Overview

Load Independent Oil Flow, Pressure Compensated
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Technical Information
PVG 128/256 Technical Information

PVB 256 Variant Overview
PVB 256 Upstream Performance

Port P to Port A/B at full spool stroke
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PVB 256 Downstream Performance
Port A/B to Tank at full spool stroke
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Technical Information

PVG 128/256 Technical Information

PVB 256 Variant Overview

PVB 256 3-way Compensator with LSA/B and PVLP

The compensated PVB is intended for controlling a work function where the function behavior in terms
of flow and pressures requires independency on the load pressure of other functions used

simultaneously.

The integrated LS A/B relief valves are used to limit the maximum work port pressure on the A and B-

ports individually.

Featuring 3xPVLP shock/anti-cavitation valves on each work port for pressure peak protection and anti-

cavitation prevention.

The compensator is a 3-way type which include load drop check valve functionality, compensator
function and neutral relief which avoid A and B port pressure build up in neutral.

Ua
Ls/B
LS/A <] B
P109166
Technical data
Max. rated pressure A/B port continuous 350 bar [5076 psil
A/B port intermittent 400 bar [5800 psil
Max. rated flow A/B port 450 |/min [119 US gal/min]
Oil temperature Recommended 30 to 60°C [86 to 140°F]
Minimum -30°C [-22°F]
Maximum 90° [194°F]
Ambient temperature Recommended -30 to 60°C [-22 to 140°F]
Oil viscosity Operating range 12 to 75 mm?/s [65 to 347 SUS]
Minimum 4 mm?/s [39 SUS]
Maximum 460 mm?/s [2128 SUS]
Oil contamination Maximum 23/19/16
according to I1SO 4406
Max. internal leakage at 100 | A/B—T without shock valve 70 cm3/min [4.27 in3/min]
anrz[ﬁjss(; psi and 21 mm?/s A/B—T with shock valve 85 cm3/min [5.19 in3/min]
Part numbers for Compensated PVB 256 with LSA/B and PVLP
Part number A/B port PVLP/PVLA LS A/B port
11169243 Metric Flange 1” 3 PVLP/PVLA G1/4"BSP
11169251 G1BSP 3 PVLP/PVLA G1/4"BSP
11169247 SAE Flange 1" UNF 3 PVLP/PVLA 7/16-20 UNF
11177018 Thread Ports 1-5/16-12 UNF | 3 PVLP/PVLA 7/16-20 UNF
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Technical Information
PVG 128/256 Technical Information

PVB 256 Variant Overview

Qil Flow as Function of Spool Travel
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PVG 128/256 Technical Information

PVB 256 Variant Overview

3xPVLA Suction Valve
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Technical Information

PVG 128/256 Technical Information

PVB 256 Variant Overview

Load Independent Oil Flow, Pressure Compensated
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PVB 256 Upstream Performance

Port P to Port A/B at full spool stroke
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Technical Information
PVG 128/256 Technical Information

PVB 256 Variant Overview
PVB 256 Downstream Performance

Port A/B to Tank at full spool stroke
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Technical Information

PVG 128/256 Technical Information

PVB 256 Variant Overview

PVB 256 3-way Compensator with LS A/B, PVLP and Turbo

The compensated PVB is intended for controlling a work function where the function behavior in terms
of flow and pressures requires independency on the load pressure of other functions used

simultaneously.

The integrated LS A/B relief valves are used to limit the maximum work port pressure on the A and B-

ports individually.

Featuring 3xPVLP shock/anti-cavitation valves on each work port for pressure peak protection and anti-

cavitation prevention.

The compensator is a 3-way type which include load drop check valve functionality, compensator
function and neutral relief which avoid A and B port pressure build up in neutral.

Schematic

\
\
\
\
\
\
LS/B

\
\
\
\
LS/A
\

P109169
Technical data

Max. rated pressure A/B port continuous 350 bar [5076 psi]
A/B port intermittent 400 bar [5800 psi]

Max. rated flow A/B port 500 I/min [132 US gal/min]

Oil temperature Recommended 30 to 60°C [86 to 140°F]
Minimum -30°C [-22°F]
Maximum 90° [194°F]

Ambient temperature Recommended -30 to 60°C [-22 to 140°F]

Oil viscosity Operating range 12to 75 mm?/s [65 to 347 SUS]
Minimum 4 mm?/s [39 SUS]
Maximum 460 mm?/s [2128 SUS]

Oil contamination Maximum 23/19/16

according to ISO 4406

Max. internal leakage at 100 | A/B—T without shock valve 70 cm3/min [4.27 in3/min]

Eagz[gtss(; psil and 21 mm?/s A/B—T with shock valve 85 cm3/min [5.19in3/min]

Part numbers for Compensated PVB 256 with LSA/B, PVLP and Turbo

Part number A/B port PVLP/PVLA LS A/B port

11183379 Metric Flange 1" 3 PVLP/PVLA G1/4"BSP

11183406 G1BSP 3 PVLP/PVLA G1/4"BSP

11183404 SAE Flange 1" UNF 3 PVLP/PVLA 7/16-20 UNF

11183402 Thread Ports 1-5/16-1 UNF | 3 PVLP/PVLA 7/16-20 UNF
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Technical Information
PVG 128/256 Technical Information

PVB 256 Variant Overview

Qil Flow as Function of Spool Travel
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PVG 128/256 Technical Information

PVB 256 Variant Overview

3xPVLP Shock Valve
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PVG 128/256 Technical Information

PVB 256 Variant Overview

LS A/B Pressure Limitation
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Technical Information
PVG 128/256 Technical Information

PVB 256 Variant Overview

PVB 256 Turbo Upstream Performance

Port P to Port A/B at full spool stroke
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PVB 256 Downstream Performance

Port A/B to Tank at full spool stroke
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PVLP Shock and PVLA Suction Valves
PVLP Overview

PVLP is set at an oil flow of 10 I/min [2.6 US gal/min] per unit.

The shock valve PVLP is designed to absorb shock effects. Consequently, it should not be used as a
pressure relief valve.

If the working function requires the use of a pressure relief valve, a PVB basic module with built-in LSA/B
pressure limiting valve should be used.

PVLP schematic

' d

Port pressure

:

L
P109174
PVLA schematic
Port pressure
P109175
PVLP Technical Data
Technical data
Oil temperature Recommended 30to 60°C [86 to 140°F]
Minimum -30°C [-22°F]
Maximum 90° [194°F]
Ambient temperature Recommended -30 to 60°C [-22 to 140°F]
Oil viscosity Operating range 12 to 75 mm?%/s [65 to 347 SUS]
Minimum 4 mm2/s [39 SUS]
Maximum 460 mm?/s [2128 SUS]
Oil contamination Maximum 23/19/16
according to I1SO 4406
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PVG 128/256 Technical Information

PVLP Shock and PVLA Suction Valves

Part numbers for PVLP Shock and PVLA Suction Valves

Description Pressure setting in bar Part number
PVLA - 157B2001
PVLP 32 157B2032
50 157B2050
63 157B2063
80 157B2080
100 157B2100
125 157B2125
140 157B2140
150 157B2150
160 157B2160
175 157B2175
190 157B2190
210 157B2210
230 157B2230
240 157B2240
250 157B2250
265 157B2265
280 157B2280
300 157B2300
320 157B2320
350 157B2350
380 157B2380
PLUG - 157B2002
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PVLP Shock and PVLA Suction Valves

3xPVLP Shock Valve
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3xPVLA Suction Valve
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PVG 128/256 Technical Information

PVBS Main Spool

The PVG 128/256 main spools (PVBS) determines the flow out of the work section.

The PVBS main spool variants are based on a generic platform with a wide selection of additional
features, enabling you to tailor the PVBS to suit the demands of any hydraulic system and any function.

The PVBS main spool can be activated in three different ways:
* Mechanically by a PVM lever

* Electrically by either a PVE or a PVHC actuator

* Hydraulically by a PVH actuator

All spools can be mechanically activated.

PVBS Main Spool

PVBS Main Spools variant overview

Flow control spools

*  Flow control spool closed neutral position

N/
=

P109176

*  Flow control spool throttled open neutral position

* Single acting cylinder flow control spool closed neutral position, flow control B port

*  Flow control spool closed neutral position with A-float

PVBS main spools product details

Technical data

Oil temperature Recommended 30 to 60°C [86 to 140°F]
Minimum -30°C [-22°F]
Maximum 90° [194°F]

Ambient temperature Recommended -30 to 60°C [-22 to 140°F]

Oil viscosity Operating range 12to 75 mm?/s [65 to 347 SUS]
Minimum 4 mm?/s [39 SUS]
Maximum 460 mm?/s [2128 SUS]

Oil contamination Maximum 23/19/16

according to ISO 4406
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PVBS Main Spool

Progressive Oil Flow as Function of Spool Travel
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PVBS Main Spool

PVM

PVYM

PVH

PVH

Pressure drop for open spool in neutral position
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Progressive oil flow characteristic of spool with A-float
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PVS Main spools part numbers
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PVBS Main Spool

Flow control spools

Flow control spool closed neutral position

Schematic

T \
TT T

P109177
Symmetric flow control spools
Part number Actuation Flow - I/min (US gal/min)
A>T P—A P—B B—T
11177686 PVE 65[17.17] 65[17.17] 65[17.17] 65[17.17]
11177738 PVE 95 [25.10] 95 [25.10] 95 [25.10] 95 [25.10]
11177750 PVE 130 [34.34] 130 [34.34] 130 [34.34] 130 [34.34]
11177448 PVE 180 [47.55] 180 [47.55] 180 [47.55] 180 [47.55]
11177798 PVE 240 [63.40] 240 [63.40] 240 [63.40] 240 [63.40]
11178733 PVE 320 [84.54] 320 [84.54] 320 [84.54] 320 [84.54]
11177058* PVE 400[105.67] 400 [105.67] 400 [105.67] 400 [105.67]
11184159 PVH/PVHC 65[17.17] 65[17.17] 65[17.17] 65[17.17]
11184846 PVH/PVHC 95[25.10] 95 [25.10] 95 [25.10] 95 [25.10]
11182643 PVH/PVHC 130[34.34] 130 [34.34] 130 [34.34] 130 [34.34]
11182640 PVH/PVHC 180 [47.55] 180 [47.55] 180 [47.55] 180 [47.55]
11182638 PVH/PVHC 240 [63.40] 240 [63.40] 240 [63.40] 240 [63.40]
11182635 PVH/PVHC 320[84.54] 320 [84.54] 320 [84.54] 320 [84.54]
11182621" PVH/PVHC 400 [105.67] 400[105.67] 400 [105.67] 400 [105.67]
* Up to 500 I/min in combination with PVB 256 3-way Turbo Compensator feature
Asymmetric spools
Part number Actuation Flow - I/min (US gal/min)
AT P—A P—B BT
** PVH/PVHC 65[17.17] 65[17.17] 130 [34.34] 130 [34.34]
PVH/PVHC 95 [25.10] 95 [25.10] 180 [47.55] 180 [47.55]
PVH/PVHC 130[34.34] 130 [34.34] 240 [63.40] 240 [63.40]
PVH/PVHC 180 [47.55] 180 [47.55] 320 [84.54] 320 [84.54]
PVH/PVHC 240 [63.40] 240 [63.40] 400 [105.67] 400 [105.67]

™ Please contact your Danfoss Power Solutions representative if one of these variants is needed.

Flow control spool throttled open neutral position

Schematic

s s I
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P109178
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PVG 128/256 Technical Information

PVBS Main Spool

Symmetric flow control spools

Part number Actuation Flow - I/min (US gal/min)
A—T P—A P—B BT
L PVE 65[17.17] 65[17.17] 65[17.17] 65[17.17]
11182537 PVE 95 [25.10] 95[25.10] 95 [25.10] 95 [25.10]
11178290 PVE 130 [34.34] 130 [34.34] 130 [34.34] 130 [34.34]
11178310 PVE 180 [47.55] 180 [47.55] 180 [47.55] 180 [47.55]
11182619 PVE 240 [63.40] 240 [63.40] 240 [63.40] 240 [63.40]
11182618 PVE 320 [84.54] 320 [84.54] 320 [84.54] 320 [84.54]
111826172 PVE 400[105.67] 400 [105.67] 400 [105.67] 400 [105.67]
(M PVH/PVHC 65[17.17] 65[17.17] 65[17.17] 65[17.17]
11183604 PVH/PVHC 95 [25.10] 95 [25.10] 95 [25.10] 95 [25.10]
11183602 PVH/PVHC 130 [34.34] 130[34.34] 130 [34.34] 130 [34.34]
11183441 PVH/PVHC 180 [47.55] 180 [47.55] 180 [47.55] 180 [47.55]
11178318 PVH/PVHC 240 [63.40] 240 [63.40] 240 [63.40] 240 [63.40]
11180718 PVH/PVHC 320 [84.54] 320 [84.54] 320 [84.54] 320 [84.54]
11178984 (2) PVH/PVHC 400 [105.67] 400[105.67] 400[105.67] 400 [105.67]
! Please contact your Danfoss Power Solutions representative if one of these variants is needed.
2 Up to 500 I/min in combination with PVB 256 3-way Turbo Compensator feature
Asymmetric flow control spools
Part number Actuation Flow - I/min (US gal/min)
A—T P—A P—B BT
** - 65[17.17] 65[17.17] 130 [34.34] 130 [34.34]
- 95[25.10] 95 [25.10] 180 [47.55] 180 [47.55]
- 130 [34.34] 130 [34.34] 240 [63.40] 240 [63.40]
- 180 [47.55] 180 [47.55] 320 [84.54] 320 [84.54]
- 240 [63.40] 240 [63.40] 400[105.67] 400 [105.67]
** Please contact your Danfoss Power Solutions representative if one of these variants is needed.
Single acting cylinder flow control spool closed neutral position, flow control B port
Schematic
Lr 77777 T T I[L T
5 i 1 T TT TIT /F S
P109179
Part number Actuation Flow - I/min (US gal/min)
A—T P—A P—B B—T
! PVE - 65[17.17] 65[17.17]
(1) PVE - 95 [25.10] 95 [25.10]
(1) PVE - 130 [34.34] 130 [34.34]
(1) PVE - 180 [47.55] 180 [47.55]
(1) PVE - 240 [63.40] 240 [63.40]
(1) PVE - 320 [84.54] 320 [84.54]
(1)2 PVE - 400[105.67] 400 [105.67]
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PVBS Main Spool

Part number Actuation Flow - I/min (US gal/min)
A—-T P—A P—B B—T

(M PVH/PVHC - - 65[17.17] 65[17.17]
(4] PVH/PVHC 95 [25.10] 95 [25.10]
(1) PVH/PVHC - - 130 [34.34] 130 [34.34]
(1) PVH/PVHC - - 180 [47.55] 180 [47.55]
(M PVH/PVHC - - 240 [63.40] 240 [63.40]
(4] PVH/PVHC - - 320 [84.54] 320 [84.54]
(MQ) PVH/PVHC - - 400 [105.67] 400 [105.67]

! Please contact your Danfoss Power Solutions representative if one of these variants is needed.

2 Up to 500 I/min in combination with PVB 256 3-way Turbo Compensator feature

Flow control spool closed neutral position with A-float

Schematic

T . J
A N /R
P109180

Symmetric flow control spools

Part number Actuation Flow - I/min (US gal/min)
A—-T P—A—F P—B BT

L PVE 65[17.17] 65[17.17] 65[17.17] 65[17.17]
(M PVE 95 [25.10] 95 [25.10] 95 [25.10] 95 [25.10]
(1) PVE 130[34.34] 130 [34.34] 130 [34.34] 130 [34.34]
(1) PVE 180 [47.55] 180 [47.55] 180 [47.55] 180 [47.55]
(1) PVE 240 [63.40] 240 [63.40] 240 [63.40] 240 [63.40]
4] PVE 320[84.54] 320 [84.54] 320 [84.54] 320 [84.54]
(1) PVH/PVHC 65[17.17] 65[17.17] 65[17.17] 65[17.17]
(1) PVH/PVHC 95 [25.10] 95[25.10] 95 [25.10] 95 [25.10]
(1) PVH/PVHC 130 [34.34] 130 [34.34] 130 [34.34] 130 [34.34]
4] PVH/PVHC 180 [47.55] 180 [47.55] 180 [47.55] 180 [47.55]
(1) PVH/PVHC 240 [63.40] 240 [63.40] 240 [63.40] 240 [63.40]
(1) PVH/PVHC 320 [84.54] 320 [84.54] 320 [84.54] 320 [84.54]

! Please contact your Danfoss Power Solutions representative if one of these variants is needed.
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PVM Manual Activation

PVM Lever dimensions

~—133.5[5.26]
Weight: 1.5 kg [3.3 Ibs]

The PVM manual activation cover is intended for use on any work section where the operator has to have
the ability to interact with the spool manually.

The adjustment screws are intended for limiting the spool travel and thereby the maximum achievable
flow.

© Danfoss | May 2020 BC220686485279en-000508 | 55



Technical Information
PVG 128/256 Technical Information

PVM Manual Activation

PVM Technical Data

Handle Installation

Standard With float

Technical data

Spool displacement Torque

From neutral position PVM+PVMD 12 N'm 106 lb-in
PVM+PVE 12N-m 106 lb-in
PVM+PVH 30N'm 265 Ib-in

Max. spool travel PVM+PVYMD 30N-m 265 lb-in
PVM+PVE 30N'm 265 lb-in
PVM+PVH 91 N'm 805 Ib-in

Standard Control Range 30°

Control lever range + float position 37°

Part numbers for PVM Manual Activation

Part number Material Adjustment screws | Lever base and lever | B-port Gauge
11176644 Castiron - Yes No

11175317 Castiron Yes Yes G1/8"BSP
11176635 Castiron Yes Yes 3/8"-24 UNF
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PVH Hydraulic Actuation

PVH dimensions

J

33 43.7 65

Weight: 1.9 kg [4.2 Ibs]

The PVH hydraulic activation cover is intended for use on any work section where the operator wants to
have a possibility to interact with the main spool via a hydraulic joystick.

Inlet with Hydraulic Pilot Pressure is needed.
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PVH Hydraulic Actuation

PVH Technical Data

Technical data
Main Spool Spring control pressure range 5-15 bar [73 - 218 psi]
Pilot oil pressure range between 20 and 25 bar 20 - 25 bar [290 - 362 psil
Max. pressure on port T (the hydraulic remote control 10 bar [145 psi]
lever should be connected directly to tank).
Part numbers for PVH Hydraulic Actuation
Part number Material Connection
11187777 Aluminum G1/4" BSP
11187776 Aluminum 9/16"-18 UNF
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PVHC Electro-Hydraulic Actuator type

il L ) ]
1 o
;j ]
1005 437_.

Weight: 2.6 kg [5.7 Ibs]

The PVHC is an electrical actuator module for main spool control.

The PVHC control is done by dual Pulse Width Modulated (PVM) high current supply 100-400 Hz PWM
control signals.

The hysteresis is affected by viscosity, friction, flow forces, dither frequency and modulation frequency.
The spool position will shift when conditions are changed such as temperature change.

Inlet with Hydraulic Pilot Pressure is needed.

Dither frequency with a certain amplitude is needed for optimal application performance.

Schematic
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PVHC Electro-Hydraulic Actuator type

PVHC characteristics — Spool stroke vs current
P—> A Spool stroke, mm P—» B
A
10
9
8
7 Ideal curve
{
6 A
5
4 /] < Hysteresis
 /
3
2
1
[Current in mA] <€ - { ¥ [Current in mA]
@12v 1600 1400 1200 1000 800 600 400 200 0 200 400 600 800 1000 1200 1400 1600 @12V
@24v 800 700 600 500 400 300 200 100 0 100 200 300 400 500 600 700 800 @24V
P109250
PVHC Technical Data
Technical data
Main Spool Spring control pressure 5-15 bar [73-218 psi]
range
Pilot oil pressure range between 20 20-25 bar [290-362 psi]
and 25 bar
Max. pressure on port T 10 bar [145 psi]
PVHC 12 Volt Current Input 0-1500 mA
PVHC 24 Volt Current Input 0-750 mA
Ambient Temperature Range -30°C to 80°C [-22 °F to 176°F]
Medium Temperature Range -20°C to 80°C [-4 °F to 176°F]
Oil contamination according to ISO 23/19/16
4406 Maximum

Part numbers for PVHC Electro-Hydraulic Actuator types

Part number Power supply Connector type
11187757 12V AMP

11187772 12V DEUTSCH
11187774 24V AMP

11187775 24V DEUTSCH
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PVMD Cover Manual Actuation Only

PVMD dimensions

65
Weight: 1.5 kg [3.3 Ibs]

32 17

The PVMD cover is used when work section is purely mechanical activated.

PVMD Part Numbers

Part numbers for PVMD Covers

Part number

Material

11187779

Aluminum
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PVE Electrical Actuator
PVE Series 7 Electrical Actuator

The analog PVE Series 7 is an electro-hydraulic actuator used to control a single work section of a PVG
proportional valve group. The PVE Series 7 actuator program includes variants with different
performance levels and features for PVG 128/256.

The actuator positions the main spool in a PVG work section in order to control either the flow or the
pressure of the oil distributed to/from the work function. The control signal to the actuator is an analog
voltage signal, enabling the user to operate the work function remotely by means of a joystick, a
controller or the similar.

The electro-hydraulic solenoid valve bridge of the actuator is available in different designs utilizing
different regulation principles, depending on performance variant. The actuator positions the main spool
by distributing pilot oil pressure to either side of it, pressurizing one side by pilot pressure while relieving
the opposite side to tank and vice versa, as illustrated below. All proportional actuators feature a closed-
loop spool control and continuous fault monitoring.

The analog PVE Series 7 actuator program for PVG 128/256 features two different main hydraulic
principle variants (PVEO and PVEH). The different hydraulic principles combined with the different
solenoid valve regulation principles determine whether the actuator controls the spool proportionally
according to a demand signal or ON/OFF according to a voltage signal. The voltage control characteristic
of the PVE Series 7 actuators is shown in the figure below to the left.

PVG 256 with PVEO

B-port A-port
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PVE Electrical Actuator

PVG 256 with PVEH

B-port A-port

I I PVM

Electronics
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PVE Variant Overview

PVEO

The PVEO actuator is a non-proportional ON/OFF control actuator with open-loop spool control primarily
used to control simple ON/OFF work functions where a proportional control of speed or oil flow is not a
requirement

PVEO

PVEO functionality
@
EpCreit | | c-ot-
LED® - - - - -
A AA
Ae-------i- -+~ ¢ ---------
B¢ -------1-- P
JT; ,,,,,,,

The standard PVEO functionality includes the simplest electric circuit of the PVG 128/256 actuator
program, using a fixed 12 Vdc or 24 Vdc supply voltage or signal voltage and a simple LED circuit to
control the LED light indicating Power ON/OFF.

An energization of solenoid valve SV1 and a simultaneous de-energization of SV2 will cause the main
spool to move to the right direction and vice versa. If both SV1 and SV2 are energized or de-energized
simultaneously, the main spool stays locked in its neutral position.
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PVE Variant Overview

PVEO Schematics and Dimensions

PVEO schematics
PVEO
P109195
Dimensions
PVEO Connector height
DEU =30 mm [1.2in]
DIN =40 mm [1.6]
Sarnaed
HaEAAA
000
|| L
[ 4
LU ]
133[5.24] — =65 (2.56] >
P109127
Weight: 2 kg [4.4 Ibs]
PVEO Technical Data
Control Specification
Description Type Value
Supply Voltage (Udc) Rated 12 Vdc 24 Vdc
Range 11to 15 Vdc 22to30Vdc
Max. ripple 5%
Current Consumption Typical 480 mA 250 mA
Minimum 430 mA 220 mA
Maximum 950 mA 480 mA
Operating Conditions
Description Type Value
Pilot Pressure Nominal 13.5 bar [196 psi]
Minimum 10.0 bar [145 psi]
Maximum 15.0 bar [218 psi]
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